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EN APPLICATION

Diesel fuel meters eurosens Direct 5000 are used for measuring
the volume of diesel fuel flowing through them according to
GOST 305 and STB 1658, boiler fuel according to STB 1906, fur-
nace fuel according to TU 38.101656, motor fuel according to
GOST 1667, oil fuel (naval and heating oil) according to GOST
10585, biofuel according to STB 1658. The metrological charac-
teristics are specified in the Certificate of Verification.

EN TECHNICAL SPECIFICATIONS

Power supply, V 10-50
Max flow rate, I/h 5000
Min flow rate, I/h 100
Quantity of impulses on liter 10
Max fuel pressure, bar 25
Kinematic viscosity, min/max, mm?/s 1,5/6,0
Infiltrations size in the liquid, mm, no more than <0,015
Max current consumption, mA, for Utyp = 12/24 V 50/25
Ambient operating temperature, e -40 — +85
Ingress Protection Rating for models without LCD | IP 67
Ingress Protection Rating for models with LCD IP 54
Dimensions Page 4
The maximum permissible errors, +%, not more +1%
pulse, K-Line,
Interface RS | Rsass
pulse, K-Line,
CAN CAN
EN PACKAGING
eurosens Direct 5000 1pc
Cable 1pc
Specification 1pc

EN GUIDANCE FOR USE

When installing €Urosens Direct 5000, follow the Safety rules
while working on motor vehicles and with flammable liquids, as
well as the safety regulations of your company.

Before use study the installation diagrams of the €Ur0SeNS
Direct 5000 sensor.

When installing €UroSens Direct 5000 it necessary to keep the
connections clean. Debris caught in the fuel system can cause
failure of the fuel meter! Install an additional filter on the
fuel meter inlet if necessary. Use special mounting kit for fuel
meter installation.

Configuration of €UrosSens Direct 5000 diesel fuel meters is car-
ried out with €Ur0Sens Destination service kit. Selection of an
output interface and setting of additional fuel meter oper-
ating parameters are performed with our service software.
Use €Ur0OSens Cable to connect to vehicle monitoring termi-
nals. It is recommended to seal the flowmeter electrical connec-
tions after the installation.

RU HASHAYEHUE

CyeTtumkm amsenbHoro tonamesa EUIOSENS Direct 5000 npumeHaoTCA
ONA NPAMOro usmepeHusa amsenbHoro tonavea no FOCT 305 u CTb
1658, kotenbHoro tonamea no CTb 1906, neyHoro Tonamea no TY
38.101656, moTopHoro Tonauea no NOCT 1667, HedpTAHOro ToNAMBa
(dnoTckmne 1 TonouHble masyTbl) no FOCT 10585, 6uotonamea no CTb
1658.

RU TEXHUYECKUE XAPAKTEPUCTUKU

HanpsakeHue nutaHua, B 10-50
MakKcumanbHbI pacxoa, /4y 5000
MuHMMaAbHbIN pacxoa, n/u 100
Konnuectso umnynbcos Ha TP 10
Makc. gasneHue Tonamea, 6ap 25
KnHemaTtuny. BA3KOCTb TON/IMBA, MUH/MaKc, Mm2/c 1,5/6,0
Pa3mep NOCTOPOHHUX BKA. B XKMAKOCTU, He Bonee, Mm <0,015
Tok noTpebnenus, mA, He 6onee, gna UHom=12/24 B 50/25
Pabouasn Temn. oKpyKatoLlen cpeapl, e -40 — +85
CTeneHb 3aWwuThl ANa moaenel 6e3 nHgMKaTopa IP 67
CTeneHb 3aWuTbl 4N1A MOAENelN C UHAUKAaTOPOM IP 54
[abapuTHbIe pa3mepbl Ctp.4
Mpeaenbl gonyckaemoi norpewHoctu, %, He bonee +1%
NHTepdeic RS pulse, K-Line,
RS485
CAN pulse, K-Line,
CAN

RU KOMMNJIEKTHOCTb

eurosens Direct 5000 1wt

Kabenb lwr

MacnopTt 1wr

RU PEKOMEHAOALIMW MO SKCMNAYATALUN

Mpwn yctaHoske EUIOSENS Direct 5000 HeobxoamMmo cobatogath npa-
BMna 6esonacHOCTM Npu paboTe Ha aBTOTPAKTOPHOMN TEXHUKE U C
FOPOYMMM KUAKOCTAMM, @ TaKKe MpaBuaa TexHUKM BesonacHocT,
NPUHATbIE Ha Balwem npegnpuATum.

Mepes WCNoNb30BaHMEM HEOBXOAMMO W3YUYNUTb CXEMbI YCTAHOBKM
eurosens Direct 5000.

Mpu yctaHoBke EUI0SENS Direct 5000 HeobxoamMmo cobnoaatb Yn-
CTOTYy coeguHeHW. Mycop, NONaBLWMA B TONJIMBHYO CUCTEMY, MOXKET
CTaTb NPUYMHOM BbIXOAa M3 cTpoA cyeTymKa! Mpu HeobxogmmocTm
YCTaHOBUTE AOMNONHUTENbHbIM GUABLTP Ha BXOoAe cyeTyMKa. [nA ycTa-
HOBKM CYETUYMKA UCNONb3YITE CNeLmaibHbI MOHTAXHbIA KOMMNAEKT.
Hactpoiika cuetunkoB E€UI0OSENS Direct 5000 npoussoautca C
nomouiblo cepsucHoro Komnaekta EUF0OSENS Destination. Bbibop
BbIXOAHOIO MHTepdelica U HAaCTPOMKA AONONHUTENbHbIX NapaMeTpPoB
paboTbl cCHETYMKA OCYLLECTBAAETCA C NOMOLLbO cepBucHOro MNO.

[na nogKknoyYeHna K TepmMrMHasaMm MOHUTOPUHIA TpaHCMopTa npume-
HatoTcA dMpmeHHble KryTbl EUF0OSENS Cable. Mocne yctaHoBKM cyeT-
YMKa peKoMeHAyeTcA OnNoOMbMPOBaTL 3EKTPUYECKUE U TOMIUBHbIE
coefMHEeHUA.
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Operation recommendations are given in the User manual.
Mounting recommendations are in the Installation instruc-
tion (www.eurosenstelematics.com).
During the welding process it is highly recommended that fuel
meter €UI0SeNS Direct 5000 is disconnected from the power
supply by unplugging the connector.

EN CABLE

EN WARRANTY

Warranty period is 24 months from the date of manufacture.

The manufacturer guarantees that €UroSens Direct 5000 com-
plies with the requirements of technical regulations provided
that storage, use and transportation conditions are observed.

Calibration interval is 24 months.

EN DISPOSAL

eurosens Direct 5000 does not contain substances and compo-
nents hazardous to health and the environment.

eurosens Direct 5000 does not contain precious metals in
amount mandatory for accounting.

EN TECHNICAL SUPPORT

t: +375 (25) 691-87-76, +375 (33) 634-15-38
E-mail: support@eurosenstelematics.com

EN CONTACTS

JSC Mechatronics

t: +375(1771) 33011

f: +375(1771) 24190

E-mail: office@eurosenstelematics.com

EN ACCEPTANCE CERTIFICATE

MoapobHble pekomeHZauMW Mo 3KchayaTauuu npueeseHbl B Pyko-
BOACTBE MO 3KCM/yaTauuu. PEKOMeHAaUMKN NO MOHTaXKy COLepKaTcs
8 MIHCTpYKUMM no ycTaHoBKe (www.eurosenstelematics.com).

Mpu npoBeaeHUU cBapo4HbIX paboT cuetynk EUr0SENS Direct 5000
HEeo6X0AMMO OTKOUUTDL OT 31EKTPOMNUTAHUA, OTCOEAMHMB PA3BHEM.

RU MAPKMPOBKA NPOBOAOB

Interface RS (CAN) / Tun untepdeiica RS (CAN)

1-VBAT red/KpacHbliit
2-GND brown/kopuuHes.
\ 3 —K-line/OUT blue/rony6oii

ol 4- -
5— -
6 — RS-485 (A)/CANH yellow/xentbiit
7 —RS-485 (B)/CANL green/3eneHbiit

1-VBAT green/3efieHbli
2-GND black/4epHbiit
3 —K-line/OUT blue/rony6oi1

RU TrAPAHTUA

FapaHTUIAHbIN CPOK 3KCMAyaTauumn — 24 mecaua ¢ AaTbl U3TOTOBNEHMS.

M3rotosutens rapaHTupyetr cooteetcTeMe EUIOSENS

Direct 5000 Tpeb0BaHUAM TEXHWUYECKMX HOPMATUBHbIX NPaBOBbIX AK-
TOB NPW cOBAOAEHNN YCIOBUIN XPAaHEHWSA, TPAHCMOPTUPOBAHMUSA U IKC-
nayaTauum, a TaKkKe yKasaHUi Nno npuMmeHeHMIo.

MexnoBepouHblii UHTepean — 24 mecaua.

RU YTUU3ALMA

eurosens Direct 5000 He cogepUT BpeaHbIX BELLECTB U KOMMOHEH-
TOB, OMACHbIX ANA 340P0BbA M OKPYXKatoLen cpesbl.

Eurosens Direct 5000 He coaepKUT AparoLeHHbIX METAaNN0B B KOAU-
yecTse, NoAJieXKalleM KOHTPOIO.

RU TEXMOAOAEPHKKA

T: 4375 (25) 691-87-76, +375 (33) 634-15-38
E-mail: support@eurosenstelematics.com

RU KOHTAKTbI

3A0 «MexaTpOHMKa»
T: +375(1771) 33011
¢: +375(1771) 24190
E-mail: office@eurosenstelematics.com

RU CBUAETE/IbCTBO O NMPUEMKE
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eurosens Direct RS 5000 T O
Ne 451«Homep» RO F O

HW «Hard» SW «Soft» N0
10

Impulses per liter
Konnyecteo MMMynbCcoB Ha UTP

M3roToBieH U NPUHAT B COOTBETCTBUM C obA3aTeNnbHbIMK Tp66OBaHVI-

AMU OeNCTBYIOWEN TEXHUYECKON AOKYMEHTALUUN U NPU3HAH roAHbIM
ONA 3KCnAyaTaumm.

Conforms to the requirements of technical conditions.

«Data»
Packer Quality Engineer The date of manufacture
YMaKOBLMK OTK mecaL, rog,
EN DIMENSIONS RU TrABAPUTHbIE PASMEPDI
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